
RESIN SPIRAL  BANDS - DRY RUNNING
® SDA

Application
New dry running option -

® SDA Spirals.

friendly than the Nickel Bond versions.

generation on Glass.

Speed  

Optimum speed will vary with the material 
ground.

Features

such as Titanium and Technical Ceramics including 
Tungsten Carbide.

Accessories
Rubber Drums are available.

 

KGS Swiflex® SDA Spiral ø15x30mm

Grit Code

60  1001.1800421

120  1001.1800422

200  1001.1800423

400  1001.1800424

800  1001.1800425

1500  1001.1800426

3000  1001.1800427

KGS Swiflex® SDA Spiral ø22x20mm

Grit Code

60  1001.1801321

120  1001.1801322

200  1001.1801323

400  1001.1801324

800  1001.1801325

1500  1001.1801326

3000  1001.1801327

KGS Swiflex® SDA Spiral ø25x25mm

Grit Code

60  1001.1800521

120  1001.1800522

200  1001.1800523

400  1001.1800524

800  1001.1800525

1500  1001.1800526

3000  1001.1800527

KGS Swiflex® SDA Spiral ø30x30mm

Grit Code

60  1001.1800321

120  1001.1800322

200  1001.1800323

400  1001.1800324

800  1001.1800325

1500  1001.1800326

3000  1001.1800327

KGS Swiflex® SDA Spiral ø45x30mm

Grit Code

60  1001.1801421

120  1001.1801422

200  1001.1801423

400  1001.1801424

800  1001.1801425

1500  1001.1801426

3000  1001.1801427

KGS Swiflex® SDA Spiral ø50x42mm

Grit Code

60  1001.1800721

120  1001.1800722

200  1001.1800723

400  1001.1800724

800  1001.1800725

1500  1001.1800726

3000  1001.1800727

KGS Swiflex® SDA Spiral ø75x38mm

Grit Code

60  1001.1800221

120  1001.1800222

200  1001.1800223

400  1001.1800224

800  1001.1800225

1500  1001.1800226

3000  1001.1800227

KGS Swiflex® SDA Spiral ø75x42mm

Grit Code

60  1001.1800921

120  1001.1800922

200  1001.1800923

400  1001.1800924

800  1001.1800925

1500  1001.1800926

3000  1001.1800927

KGS Swiflex® SDA Spiral ø100x38mm

Grit Code

60  1001.1801021

120  1001.1801022

200  1001.1801023

400  1001.1801024

800  1001.1801025

1500  1001.1801026

3000  1001.1801027

KGS Swiflex® SDA Spiral ø100x42mm

Grit Code

60  1001.1801121

120  1001.1801122

200  1001.1801123

400  1001.1801124

800  1001.1801125

1500  1001.1801126

3000  1001.1801127

G


