
Brand KGS Speedline  

Article Speedline Blaze 4-steps Diamond Disc  

Description 

专业的金刚石磨抛工具，3 步水磨系统，适用于电动和气动工具，一种多种石材适用的工具，尤其适合石英

石，花岗岩等硬质石材的打磨。0 号锋利磨削快用于校正表面，1-3 号快速完成磨抛，步骤少，效率高。 

Professional diamond grinding and polishing tool with a 3-step wet grinding system, compatible with electric and 
pneumatic tools. Versatile for various stone types, especially ideal for grinding hard stones like quartz and granite. The 
No.0 sharp grinding pad is for surface truing and correction, while No.1 to No.3 pads enable fast grinding and polishing 
with fewer steps and higher efficiency. 

独特的磨料配方，确保过程对浅色石材不染色，保持原有自然光泽。 

Its exclusive abrasive formula prevents staining on light-colored stone during processing and preserves the original 
natural luster. 

Type Diamond Disc 

 

 

 

 

• 独特的磨料配方，确保磨抛过程对浅色石材不染色，保持原有自然光泽

• 

• 3 步水磨系统，快速完成磨抛，步骤少，效率高

• 
• 多种石材适用，尤其适合石英石，花岗岩等硬质石材的打磨

• 
• 0 号锋利磨削快用于校正表面

• 
• 在石英石的侧立面打磨表现优秀

• 
• 光亮如新，一些特殊石料上产生的极细微涡痕，可以使用 快速完美解决

• 

Grit size 0# 1# 2# 3#  

Colour Gray ⚫ Green ⚫ White ⚫ Orange ⚫ ⚫ 

Shape Blaze Bond Technology Resin Bond 

Material Type Diamond abrasive disc Diameter 100 mm/20mm 

Max. Speed  4500 rpm Mount system QRS 长绒 

Usage Wet  

湿用

Workable material 花岗岩，石英石，陶瓷，较硬大理石和人造石



How-to-use • Diamond disc shall be inspected before use and if damaged, shall not be mounted. 

• 钻石盘使用前应检查，若损坏不得安装。 

• Make sure the diamond disc is mounted correct on the machine. A trained person should perform mounting. 

• 确保钻石盘正确安装在机器上。安装应由受过培训的人进行。 

• Information supplied by the machine supplier shall be observed. Follow all safety measures as described in machine 
manual. 

• 应遵守机器供应商提供的信息。请遵守机器手册中描述的所有安全措施。 

• Recommended safety operating speeds should be followed. 

• 应遵守推荐的安全作速度。 

Technical advice • Observe the information on the label (max. speed!), restrictions of use and safety instructions. 

• 注意标签上的信息（max. speed！）、使用限制和安全说明 

• This product is generally only recommended for the listed materials. 

• 本产品通常仅推荐用于上述材料。 

• Make sure that the spindle of the machine is compatible with the disc. 

• 确保机器主轴与圆盘兼容。 

• When using it in WET mode, make sure machine is appropriated and that risk of electric shock is non existent. 

• 在使用 WET 模式时，确保机器被接入，且不存在触电风险。 

• Always follow machine safety instructions. 

• 始终遵循机器安全说明。 

Finish Type 0#: Stock removal 修正，快速去除 

 

1#: Griding   研磨 

2#: Griding    研磨 

3#: Finishing  抛光 

 

Machine type Hand-held machine 

Designation Plain Colour According to grit 

Flexibility Very flexible Stretch - 

Packaging Quantities  
(units per packaging) 

1pcs/box 

Packaging material Paper & Cardboard 

Packaging Dimensions  
(W x H x L) 

11 mm (W) x 11 mm (H) x 125 mm (L) 

Storage & Shelf life Should be stored between 15.ºC and 25ºC at maximum 65% humidity. The product should be kept dry preferably in 
a closed plastic bag in a carton box to ensure optimal storing conditions and product performance. Use it within 2 
years of production date. 

Safety information 

 
Please read the safety instructions before use: 
Exposure to DUST generated from workpiece and/or abrasive materials can result in lung damage and/or other 
physical injury. 
Wear safety shoes, safety googles, ear protection, dust mask and working gloves. Use this product only in rooms 
with proper air ventilation, or at the open. 
Failure to follow this warning can result in serious lung damage and/or physical injury. 

请在使用前阅读安全说明： 



接触工件和/或磨料产生的粉尘可能导致肺部损伤和/或其他身体损伤。 

请佩戴安全鞋、安全护目镜、耳罩、防尘口罩和工作手套。仅在通风良好的房间或开放处使用此产品。 

未遵守此警告可能导致严重的肺部损伤和/或身体伤害。 

Disposal Please refer to your country general and environmental regulations. 

Legal Disclaimer 

This technical data sheet is provided for descriptive and informational use only, and replaces al previous versions. The directives contained in this documentation are the 
result of our experiments and of our experience and have been submitted in good faith. It is not a warranty, a contract, or a  substitute for expert or professional advice. 
Because of the diversity of the materials and substrates and the great number of possible applications which are out of our control, we cannot accept any responsibility for 
the results obtained. Since the design, the quality of the substrate and processing conditions are beyond our control, no liability under this publication is accepted. In every 
case it is recommended to carry out preliminary experiments. KGS reserves the right to modify products without prior notice.  

本技术数据表仅供描述性和信息使用，取代了之前所有版本。本文件中包含的指令是我们实验和经验的成果，并以善意提交。这不是保证、合同，也不是专家

或专业建议的替代品。由于材料和基底的多样性以及众多我们无法控制的应用，我们不对所获得的结果承担任何责任。由于设计、基底质量及加工条件超出我

们的控制范围，本出版物不承担任何责任。无论哪种情况，都建议先做初步实验。KGS 保留在不提前通知的情况下修改产品的权利。 

 

Contact Information 

KGS WINTER MACHINES AND TOOLS (DALIAN) CO., LTD 

No. 94-2, Jinscreen Street, Dalian Economic and Technological Development Zone, 

Liaoning Province China Tel.: +86 (0) 411 8853 9181 Email.: china@kgs.swiss Web：

www.kgswinter.cn 

 


